
DECK TILES ON PEDESTALS

 DECK TILES SECTION DETAIL

SCALE: 2" = 1'-0"

2

2

 DECK TILES ATTACHMENT TO PEDESTAL  DETAIL

SCALE: 3" = 1'-0"
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24'' x 24''  DECK

TILES

24'' x 24''  DECK

TILES

HOST STRUCTURE

SCREW JACK PEDESTAL AT 24''

O.C. SEE TYP. DETAL 1/4

24'' x 24''  DECK

TILES

24'' x 24''  DECK

TILES

FS-1 TILE FASTENING KIT
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GENERIC PEDESTAL SYSTEM

SCALE: N.T.S.

PRE-FABRICATED

WOOD DECK PANEL

TILE

PEDESTAL TOP (5-3/4"

DIA.) W/ PRESSURE

PINS

PEDESTAL

TOP

A MINIMUM OF 3 FULL

THREADS OF

ENGAGEMENT PER

MANUFACTURER'S

SPECIFICATIONS

PEDESTAL

BASE

PEDESTAL

BASE 8" DIA.

APPLY SIKAFLEX-11 FC

POLYURETHANE, ELASTOMERIC

ADHESIVE TO BOND PEDESTAL TO

HOST STRUCTURE. INSTALL AS PER

MANUFACTURER SPECIFICATIONS

WITH MINIMUM OF 1/4"x8" LONG

STRIP OVER THE BASE

EXISTING ROOF

SURFACE BY OTHERS
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PEDESTAL ASSEMBLY DETAIL

SCALE: N.T.S.

EXCHANGEABLE HEAD

PEDESTAL NECK
STAND COMES IN
DIFFERENT HEIGHT
AND ADJUSTABLE

DIFFERENT TYPE OF TOP HEAD

FOR 2" x 4" BEAM FOR DECK TILES FOR ALUMINUM BEAM RAIL W/ CLIPS SYSTEM

PEDESTAL NECK STAND

SLOPE CORRECTOR
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Pedestal System
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